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MATERIAL SAFETY DATA SHEET

This material is hazardous accarding te crteria of NOHSC

Classified as Dangercus Coods by the criteria of the Austalian Dangerous Goods Code (ADG Code) for

Road and Rai..

part by

i_ IDENTIFICATION OF THE SUBSTANCE/PREPARATION AND OF THE COMPANY/UND! RTAKING

PRODUCT NAME: KLORMAN HYPOCHLOR CHLORINE CARTRIDGES
SUPPLIER: Klorman !ndustries Pty Ltd

ABN: 85 072 597 650

STREET ADDRESS: 5/75 Consh Circle, Eastgardens, NSW, 2038

PH: 02 G700 0630
FAX: 02 5700 1360

EMERGENCY TELEPHONE: 1 800 033 111 (ALL HOURS)

COMPOSITION/INFORMATION ON INGREDIENTS

]

PRODUCT DESCRIPTION: Calcium Hypochlorite Tablets used for sanitization & disinfestation

odin
conjunction with the Klorman In Line Dispenser. White Solid with & wine odour

Calcium Hypochlorite =60% R8 R22 R31. R34, R41, R50

7778-54-3

HAZARDS IDENTIFICATION
RISK PHRASES: Contact with Combustible material may cause fire. Harmful if swallowed. Con +  with acids
liberates toxic gas. Causes burns. Risk of serious damage to eyes. Very toxic quatic
organisms

POISON SCHEDULE: SE Puison.

{ FIRST AID MEASURES R

For advice cantact a Poisons |ntormation Centre (Phone eg. Australia 131 126, New Zealand 0 800 764 r a doclon

INHALATION: Remove victim from area of exposure - avoid becoming a casualty. Remove
contaminated clothing and loosen remaining clothing. Allow patient to - ume most
comfortable position and keep warm.

Keep at rest until fully recovered. If patient finds breathing difficult an glops a
Bluish discolouration of the skin (shich suggests a lack of cxygen in ti jod -
cyanosis), ensure airways are clear of any obstruction and have a qu 1 person
give oxygen through a face mask. Apply artificial respiration if patient at breathing
seek immediate medical advice.

SKIN CONTACT: !f skin or hair contact occurs, immedialely remove any contaminated clothing a ash
skin and hair thoroughly with running water. |f swelling, redness, blist: or trritation
occurs seek medical assistance

EYE CONTACT: Immediately wash in and around the eye area with large amounts of vater for ast
15 minutes. Eyelids to be held apart. Remove clothing if contaminate: {wash skin
Urgently seek medical assistance. Transport to hospital or medical ce

INGESTION: Immediately rinse mouth with water. If swallowed. DO NOT induce vomiting. Give
glass of water. Seek immediate medical assistance.

NOTES TO PHYSICIAN: Treat symptomatically. Can cause corneal burns. Delayed effects fio) posure to
chlorine (decomposition product) can include shortness of breath, se. headache
pulmonary oedema and pneumonia.

[ FIRE FIGHTING MEASURES ]

SPECIFIC HAZARDS: Non-combustible, but will support combustion of other materials

FIRE-FIGHTING ADVICE: Not combustible, however will support the combustion of other male Calcium

hypochlorite is a powerful oxidising agent and decomposes violentl, n heating
iberating oxygen, and toxic chlorine gas. In case of fire, area must b wcuated and
specialist fire fighters called. Only large quantitics of water should b d 48 an
extinguishing agent. If excess water is not available DO NOT attenm: extinguish
the fire. use available water to prevent the spread of fire lo adjacent verty.
Attending fire fighters should keep upwind if possible and wear full | ctive

equipment
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including rubber boots and self-contained breathing appar
vicinity of Calcium Hypochlorite should be extinguished in
manner but avoid contaminating this material with the fire

fire is extinguished, wash area thoroughly with excess wat
drains are not blocked wilh solid material. Maintenance of
during cleaning up operation is essential. Combuslible mal

. Afire in the
nost practical

jhing including
water. Decomposes on contact with water evolving toxic ¢! «

]

incident should be removed to a safe open area for control

further drenching with water prior to collection for disposa
SUITABLE EXTINGUISHING MEDIA: Water spray (large quantities)

ne gas QOnce
nsure that
=55 water

Il invoved in the
ourning or for

| _ ACCIDENTAL RELEASE MEASURES ]
Wear prolective equipment to prevent skin and eye contact and breathing in vapours/dust Air-sup i masks are
recommended to avoid inhalation of toxic material. DO NOT return spilled material to original cont DO NOT
add small amounts of water to calcium hypochlorite. Sweep up avoiding generation of dust. then i/ diately
spread as a thin layer in uncontaminated, dry. open area to reduce the possibility of local hot spot: LLiming.
Where a spill has occurred in a confined space or an inadequately ventilated enclosure and the m ‘o1 al Is damp
and evolving chlorine, the rate of chlorine evolution can be reduced by covering the thinly spread ¢ | | with soda
ash. For large spills notify the Energency Services.
HANDLING AND STORAGE |

HANDLING ADVICE: Avoid skin and eye contact and breathing in dust. Keep out of reach of chy i 1
STORAGE ADVICE: Store in a cool, dry, well ventilated place and out of direct sunlight. Store av .. from

foodstuffs. Store away from incompatible materials described in Section 1 eep dry -

reacts with water, may lead to drum rupture. Keep containers closed wher 1 tin use -

check regularly for spills.

This material is a Scheduled Poison $6 and must be stored, maintained and used in accordance
regulations.

EXPOSURE CONTROLS/PERSONAL PROTECTION

the relevant

I

Occupational Exposure Limits:

No value assigned for this specific material by the National Occupational Health and Safety Comit
ever, Exposure Standard(s) for decomposition product(s):

Chlorine: Peak Limitation = 3mg/m3 (1 ppm)

As published by the National Occupational Health and Safety Commission.

Peak Limitation - a ceiling concentration which should not be exceeded over a measurement perio
be as short as possible but not exceeding 15 minutes.

These Exposure Standards
contamination should be kept to as low a level

are guides to be used in the control of occupational health hazards. Al
as is workable. These exposure standards should 1

fine dividing lines between safe and dangerous concentrations of chemicals. They are not a measi -

toxicity.

Engineering Control Measures:

Ensure ventilation is adequate and that air concentrations of decompasition product(s) isfare belov
sure standards. Avaid generating and breathing in dusts Use with local exhaust ventilation or whil
mask Keep containers closed when notin use

Personal Protective Equipment:
Overalls, Safety shoes. Chemical Goggles, Gloves, Dust Mask

Wear overalls, chemical goggles and impervious gloves. Avoid generating and inhaling dusts. If di

dust mask/respirator meeting the requirements of ASINZS 1716. always wash hands before smok
drinking or using the toilet. Wash contaminated clothing and other protective equipment before sto
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